USPDUD MODEL SERIES
Pacific Utility Froducts 0-200AMPERES 0-600VOLTS
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47 STANDARD FEATURES
FRONT STANDARD VOLTAGE 120/240VAC 1 PHASE 3 WIRE
CIRCUIT BREAKER INTERIOR/PANEL BOARD
SIZED PER JOB SPECIFICATIONS
PLAN VIEW DEADFRONT CONSTRUCTION WHEN REQUIRED
SPLIT DEADFRONT CAN BE PROVIDED
SPECIFICATIONS
* NEMA 3R CONSTRUCTION * LIGHT GREEN COLOR NO. 14672 PER
* POLYESTER POWDER-COATED FINISH FEDERAL SPECIFICATIONS 595 -
EXCEEDS ASTM B-117 SPECIFICATIONS CUSTOM COLORS AVAILABLE
* FABRICATED FROM CORROSION-RESISTANT * ALL FACTORY WIRING 600 VOLT RATED COPPER
ZINC COATED STEEL * ALL COMPONENTS UL LISTED
* AVAILABLE OPTIONS: * ALL EXTERIOR DOORS AND COVERS PADLOCKABLE

- FULL SIZE BACK PAN
- AUXILIARY CABINET (28W x 48H x 18D)
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